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Gates® Multi Master™ GMV™ MegaFlex™
One hose. Four applications.

The Gates® Multi Master™ SD MegaFlex™ is not just equalling the performance of our GMV product line, it is
actually beating it. Following the positive feedback from the market we have decided to take the new design one step
further and consolidate our GMV applications and hose into the new construction, renamed to Multi Master™ GMV™
MegaFlex™. A running change is ongoing to replace our GMV Megavac® by Multi Master™ GMV™ MegaFlex™.

Below you will find an overview of the many advantages offered by this new construction which delivers improved
flexibility and performance, and meets multiple industry standards.

INDUSTRY’S FIRST

The Gates® Multi Master™ GMV™ MegaFlex™ is the first hose in the market to
meet the applicable specifications for hydraulic return and suction, fuel, coolant and
water applications.

The hose simultaneously meets SAE 100R4, SAE 30R5 and SAE 20R5 (with the
exception of tube dimensions) and offers maximum resistance to petroleum and
lubricating oils, refined fuels and water.

This makes the hose ideal to reduce / consolidate inventory.
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ULTIMATE FLEXIBILITY

Using the Gates® MegaFlex™ technology the Multi Master™ GMV™ MegaFlex™ has a true 1:1 minimum bend
radius, ensuring maximum flexibility without the risk of kinking the hose. Hose kinking is one of the reasons for
premature hose failure.

The advantages are numerous:
= Complex or tight routings are no longer a problem.
= Less hose is needed to establish the connection.

= |nstallation becomes simple.
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A HOSE DESIGNED TO MAKE YOUR LIFE EASIER

The Gates® Multi Master™ GMV™ MegaFlex™ is truly multi-purpose and comes in sizes ranging from %" to 6”.

Its nitrile tube has excellent oil and fuel resistance and is capable of handling water

and coolant as well!
Its corrugated cover and steel wire helix give it full suction capability, serving well for

hydraulic return and suction as well as water suction and discharge applications.
Furthermore, the cover is MSHA compliant, making it your preferred choice for

critical and mining applications.

The working pressures range from 2.4 MPa (350 psi) to 1.0 MPa (150 psi),

- depending on the size.
SOME FACTS AND FIGURES

Below you will find a comparison of the working pressure, minimum bend radius and weight of the Multi Master™
GMV™ MegaFlex™, the GMV Megavac® and the Oil Master Lite SD hose constructions.
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Working | Working | Working | Min. B.end Min. I?end Min. I?end Weight Weight Weight .
pressure | pressure | pressure Radius Radius Radius
size " DN DN DN MPa MPa MPa mm mm mm kg/100m | kg/100m | kg/100m
-12 3/4 19 19 19 24 24 1,0 19 65 95 60 67 50 SAE a
-16 1 25 25 25 2,1 2,1 10 25 75 125 70 80 60 100R4 b
-20 1.1/4 32 31 32 1,7 1,7 1,0 32 100 160 90 115 90 SAE b
-24 1.1/2 38 38 38 10 11 10 38 130 190 130 135 100 SAE 30R5 100R4 |
-32 2 51 51 51 10 0,8 10 51 150 255 140 173 140 N i
-40 2.1/2 64 63 65 1,0 0,5 1,0 64 180 325 180 179 230 SAE 20R5 MSHA ° .
-48 3 76 76 76 1,0 0,4 1,0 76 230 380 220 207 270 t
approved a
-56 3.1/2 89 90 0,4 1,0 250 450 243 350 ARPM cover b
64 4 102 102 100 1,0 0,4 1,0 102 300 500 340 268 390 Class A |
-80 5 127 1,0 635 610 tube e
-96 6 152 152 1,0 1,0 152 760 600 790

The next table gives a clear overview of the coupling validation of each of the three constructions. The colours

highlight the available hose ID’s.
Multi Master™ GMV™ MegaFlex™ Oil Master Lite SD
Hose ID Validated coupling solution
-size !
-12 3/4 19 MegaCrimp 19 MegaCrimp 19 MegaCrimp
-16 1 25 MegaCrimp 25 MegaCrimp 25 MegaCrimp
-20 1.1/4 32 MegaCrimp 31 MegaCrimp 32 MegaCrimp
-24 1.1/2 38 GSP 38 GSP 38 GSP
-32 2 51 GSP 51 GSP 51
-40 2.1/2 64 GL 63 GL 65
-48 3 76 GL 76 GL 76
-56 3.1/2 89 GL 90
-64 4 102 GL 102 GL 100
-80 5 127
152 152

-96 6
L]}
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NO MULTI MASTER™ IS THE SAME !

Please be advised that the Multi Master™ GMV™ MegaFlex™ joins the Premium Multi Master™, already in our
product range.

The Gates® Premium Multi Master™ hose has been designed for air and water applications without suction. The
EPDM tube and cover make it unsuitable for use with oils and fuels as the rubber would deteriorate prematurely,
leading to hose failure.

Quite a difference as compared to the new highly flexible and lightweight Multi Master™ GMV™ MegaFlex™
engineered for four applications!

WHAT'S NEXT ?

Product numbers and crimp data are in place. Price lists are available through your Sales and Customer Service
representative. All is set and ready to be ordered.

A complete set of MarCom material has been prepared. In addition to this field bulletin you will have access to:
= A catalogue page

= Asell sheet which allows you to discuss the many benefits of the Gates® Multi Master™ GMV™ MegaFlex™ with your
customer

= |nfographics
= Asales presentation

= The video “Meet Gates® Multi Master™ GMV™ MegaFlex™”

Gates® Multi Master™ GMV™ MegaFlex™
ENGINEERED FOR EVERY CHALLENGE
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