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GATES
®
 CLEAN MASTER

™
 PRESSURE WASH PROGRAMME 

MORE THAN A HOSE  
 

Pressure water cleaning conditions can be harsh and challenging. To cope 
with these challenges, Gates has recently upgraded its hose portfolio with the 
Clean Master Pressure Wash. In addition to this upgrade, an integrated 
package of accompanying solutions was launched: Gates has updated its 
matching FPWX MegaCrimp™ coupling solution and expanded its Pressure 
Wash sleeve and adaptor range. With the Gates Integrated System Approach, 
you have the right combination of tools to remove mold, dust, mud, and dirt 
from surfaces in industrial and commercial cleaning environments. 

CLEAN MASTER PRESSURE WASH COUPLINGS AND ADAPTORS 

All Clean Master Pressure Wash hoses are validated with the Gates standard MegaCrimp couplings. Besides 
frequently used standard European terminations, a lot of cleaning machinery is also equipped with special DIN-style 
connection ends (Gates FPWX-termination; see picture below on the right).   
 
This FPWX termination has a female swivelling coupler which consists of two parts: (1) a brass nut for extended 
lifetime enclosed by (2) an ergonomic plastic protection for easy and 
improved handling and fastening. It is specifically designed for 
manual tightening without the need for tools, resulting in a round 
instead of a hexagonal outside shape. The coupler is simply twisted 
tight on the fixed adaptor/port to create a secure leak-proof seal from 
the power washer application to the hose. Rated at a working 
pressure of 42.0 MPa and a maximum temperature of +121°C and 
+150°C intermittent (to EN 1829-2), the couplings boast an outstanding resilience and maximum tensile strength.  
 
Terminations for cleaning equipment are becoming stronger in line with the growing application requirements. 
Consequently Gates has updated its Clean Master Pressure Wash FPWX coupling offering to FPWXL to meet the 
latest market conditions. An overview of the new FPWXL offering is shown below. 
 

FPWX VERSION FPWXL VERSION 

- SIZE DN " Part Number Description - SIZE DN " Part Number Description 

-4 6 1/4 7100-12861-5 4G15FPWX -4 6 1/4 7100-12836-5 4G15FPWXL 

-5 8 5/16 7100-19438-5 5G15FPWX -5 8 5/16 7100-12837-5 5G15FPWXL 

-6 10 3/8 7100-12890-5 6G15FPWX -6 10 3/8 7100-12838-5 6G15FPWXL 
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Above changeover gives the following dimensional differences. The most important difference is the length of the nut 
which increases from 19.4 mm to 21.7 mm.  

 
 
The new FPWXL coupling fits both old and new male DIN-style 
Pressure Wash connections. New Pressure wash units equipped with 
DIN-style connection ends require a coupling with a longer nut, while 
the older models depended on shorter nut connections. The shorter 
nut versions are incompatible with the longer versions. The longer 
versions, on the contrary, do fit the shorter versions, eliminating the 
need for an adaptor piece to establish the connection and overcoming 
the length difference.   
 
Additionally, 7 commonly used brass adaptors were made available: 3 male and 3 female adaptors to convert the 
female 22MM thread of the Pressure Wash coupling to a BSP thread. The 7th adaptor converts the 22MM female 
thread of the coupling to a 22MM male thread, making it possible to connect your FPWXL pressure wash coupling to 
a female 22MM connection.  
 
Important to notice is that below brass adaptors differ from the standard 22MM carbon steel adaptors, in material as 
well as in thread connection. In comparison to the standard carbon steel adaptors in our range, which are port 
adaptors only, the brass Pressure Wash adaptors are conical to fit the coupling perfectly and allowing the nut to 
embrace the thread. Below you can find an overview of the 7 brass adaptors.  
 

 
 
With the addition of the above couplings and adaptors to its product range, Gates offers a perfectly integrated 
solution for most of the Pressure Wash applications in the market.  

T1 T2 T1 T2

7257-10574-5 4MBSPP-22MM BRASS G 1/4-19 22MM x 1.5 7257-10577-5 2FBSPP-22MM BRASS G 1/8-28 22MM x 1.5

7257-10575-5 6MBSPP-22MM BRASS G 3/8-19 22MM x 1.5 7257-10578-5 4FBSPP-22MM BRASS G 1/4-19 22MM x 1.5

7257-10576-5 8MBSPP-22MM BRASS G 1/2-14 22MM x 1.5 7257-10579-5 6FBSPP-22MM BRASS G 3/8-19 22MM x 1.5

7257-10580-5 22MM-22MM BRASS 22MM x 1.5 22MM x 1.5

Thread 
Description Description

Thread 

MALE - MALE FEMALE - MALE

PN PN
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CLEAN MASTER PRESSURE WASH SLEEVES 

A good quality pressure wash assembly does not only exist of quality hose and coupling but also calls for a decent 
sleeve. Using such a hose bend restrictor, also called kink protection, has three major advantages:  

 

 Increased hose life expectancy: The tapered design of the PVC  
sleeve reduces bending stress in the hose near the coupling preventing  
it from getting damaged. Installed during hose assembly, this smoothly- 

             finished product prevents the hose from kinking at the fitting;              
             consequently extending the operational life of the pressure wash   
             (and/or hydraulic) hose assembly. 

 Ideal for hand-held hose assemblies as the sleeve is shaped as a
 handle. 

 Equipment protection: The smooth PVC finish of the sleeve will not    
scratch the equipment being washed. Furthermore, the attractive appearance enhances the quality look of the 
assembly.  
 
The Gates sleeves are specifically designed to fit our hose coupling combination in order to guarantee a perfect fit. 
Sleeves are offered in three different sizes (1/4”, 5/16” and 3/8”) and two different colors (black and blue). An 
overview of the offering can be found below.  
 

HOSE SIZE DN " COLOR PRODUCT NUMBER DESCRIPTION 

-04 6 1/4 BLACK 7277-19169 PRESSURE WASH SLEEVE -04 BLACK 

-05 8 5/16 BLACK 7277-18006 PRESSURE WASH SLEEVE -05 BLACK 

-06 10 3/8 BLACK 7277-18999 PRESSURE WASH SLEEVE -06 BLACK 

-04 6 1/4 BLUE 7277-19170 PRESSURE WASH SLEEVE -04 BLUE 

-05 8 5/16 BLUE 7277-18007 PRESSURE WASH SLEEVE -05 BLUE 

-06 10 3/8 BLUE 7277-19000 PRESSURE WASH SLEEVE -06 BLUE 

 

CLEAN MASTER PRESSURE WASH HOSE 

Gates’ new Clean Master Pressure Wash hose range brings you upgraded working pressures (ranging from 21.0 to 
42.0 MPa) and increased flexibility with improved bend radii (50% better). The new programme has also been 
validated to exceed the European Standard EN1829-2 test criteria specifying a minimum of 20,000 cycles at 150°C 
without leakage or failure. For more information, we kindly refer to Field Bulletin 164 “Clean Master Pressure Wash: 
Gates’ solution in harsh pressure water applications.”   
 
 

 
FOR MORE INFORMATION PLEASE CONTACT YOUR LOCAL SALES REPRESENTATIVE 


