FIELD BULLETIN 181

L4444

WASHING HOSE PROGRAMME
CONSOLIDATION

Gates will phase out the JetClean 1JC and 2JC hose range and consolidate all pressure washer requirements into
the Clean Master™ Pressure Wash range.

CLEAN MASTER™ PRESSURE WASH — PREMIUM PERFORMANCE

The introduction of Clean Master™ Pressure Wash hoses in 2018 has brought a number of
PANAG A premium features to our washing hose portfolio meeting and/or exceeding the characteristics of
PAQA our JetClean 1JC and 2JC programme.

A blue, black or grey cover is available in sizes -4, -5, -6 and -8 with increased working pressures
ranging from 21.0 to 42.0 MPa. The new compact construction allows for tighter minimum bend
radii to further improve application efficiency.

In addition to the higher working pressures and tighter minimum bend radii, the new Clean
Master™ Pressure Wash hoses have a lower weight, an important advantage to operators in
the field having to manipulate long and heavy lines during cleaning operations.
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The temperature range goes from -40°C to +121°C and +150°C intermittent. In w‘ |
short, the Clean Master™ Pressure Wash hoses, exceeding the EN 1829-2 é
standard for high-pressure water jet machines, have the necessary features to e

make them the reliable and safe solution for your water cleaning applications. B o~ g

In addition to the above hose improvements, Gates also offers an integrated package of accompanying solutions;
featuring an update of its matching FPWX MegaCrimp™ coupling portfolio and extension of its Pressure Wash sleeve
and adaptor range as per Field Bulletin 175.

GATES.COM The manufacturers reserve the right to amend details where necessary. - © Gates Corporation 2020 1



CLEAN MASTER™ PRESSURE WASH - PACKAGING DETAILS

Originally, all sizes of the one and two wire braid Clean Master™ Pressure Wash hoses were packed on 91m reels.

As part of a running change the reel type and quantity per reel has been changed in line with the distribution reel type
that is commonly used for all of our fast-moving hydraulic hoses in Europe. Using the same reel type makes them
better suited for customers’ workshop racking systems and allows for easier handling and storage.

Dash size 1 WB 2 \WB
-4 200 m 170 m
-5 170 m 150 m
-6 120 m 100 m
-8 100 m 70m

The current packaging specification for the new reel lengths allows for no tolerance on total pack quantity, a
maximum of 3 lengths per reel, a minimum length of 10m and increments of 10m.

In addition to the reel packaging, we also offer bale packs for larger volumes as well as continuous lengths of 100 m
(xLL100) on our 6PW6000 and 8PW5000.

JETCLEAN PHASE-OUT PRACTICALITIES

To allow for a smooth transition we will allow orders on the JetClean product range until the end of June 2020.
Product numbers will already be marked *IC* (=cancelled) to bring the phase-out under your attention but order entry
and shipments will remain possible.

As of June 18!, no additional orders can be entered and the JetClean 1JC and 2JC will only remain available until
depletion of stock. Additional JetClean orders exceeding the stock quantity will automatically be transferred to the
equivalent Clean Master™ Pressure Wash hose.

GATES” Clean Master™ Pressure Wash 8000 2WB -== 1/4" [6.3 mm] 6000 PSI

FOR MORE INFORMATION PLEASE CONTACT YOUR LOCAL SALES REPRESENTATIVE
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