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PRO™ SERIES EX COUPLINGS 

DIN light and heavy range extension 
 
The Gates PRO Series range offers a reliable supply of good-quality hose and couplings that meet the most common 
European industry standards and performance levels. Our PRO series hose and couplings have been designed, 
manufactured, and tested together to fully meet all requirements of less-demanding applications. PRO Series wire braid 
hose assemblies cover the applications which are routed to the 4 popular European hose assembly specifications: EN 
857 1SC, EN 857 2SC, EN 853 1SN, and EN 853 2SN, as well as SAE 100R17 constant pressure requirements. For 
given hose range, we are pleased to announce that we are extending the coupling range with 18 new configurations, 
both available in bulk and distribution pack quantity.  

NEW CONFIGURATIONS 

Our consolidated but versatile range focuses on fast-moving terminations typically found in the European market. A programme 
that allows you to simplify your stock, hence offering ease of product selection. Based on customer feedback we are expanding 
our range by adding the below configurations:  

-4 hose ID to 6S in male straight, 90° female and 45° female 

- -4 hose ID to 12S in male straight, female straight, 90° female and 45° female 

- -8 hose ID to 12L in male straight, female straight, 90° female and 45° female 

- -10 hose ID to 22L in male straight, female straight, 90° female and 45° female 

- -12 hose ID to 18L in female straight, 90° female and 45° female 

Expanding our range with these new configurations will allow you to service market demand even better!  All prices and product 
details are available in the new Gates pricelist. Dimensional data can be found on attached catalogue page. The newly added 
configurations are highlighted in bold on all accompanying documents. 
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AVAILABLE IN DISTRIBUTION PACKAGING 

Following our communication from 2020, the 18 new configurations that we have added to the programme, are also 
available in a reduced box quantity, enabling everyone to support less popular stem configurations identified at selected 
Pro Series volume targets in his or her region. Together with our budget-friendly prices, you can have the right parts 
on stock with even less investment in inventory. Below the overview matrix of the distribution pack quantity*:  
 

* Due to selected box choice limitations and specific product configurations a few exceptions to the above overview exist. Attached you will 
find an itemised overview of each fitting and its respective packaging quantity and dimensions.  
 

It is important to understand, when looking at the above overview, that for BSP, JIC and ORFS terminations the pack 
quantity is determined by the thread size, whereas for DIN hose fittings the pack quantity is related to the internal hose 
diameter. An itemised overview of all hose fittings with their respective available pack quantity and new packaging 
dimensions (190x140X290, 150x140x200 and/or 150x80x200) is attached.  

THE RIGHT FERRULE: EXVF & EX1F 

New ProV hose has been qualified with PRO Series EX couplings. To guarantee a perfect 
fit of EX-couplings with ProV hose on all sizes, we have designed a new ferrule (EXVF-1) 
on some sizes to align with the compact requirements fully. The overview on the left shows 
you the right ferrule to use for each hose size. With ProV covering the performance criteria 
of the most popular international hose standards and the EX coupling range covering the 
most popular European coupling terminations, this integrated combination is your solution 
to cover a wide market of applications with a limited inventory value.  
 
In the meantime, we have consolidated EX1F and EXVF ferrules for sizes -6, -8 and -10, meaning that you can use 
EXVF ferrules in size -6, -8 and -10 together with ProV, Pro1T, CR1 and CR2. As a result of this consolidation the 
eCrimp™ database has been updated to reflect this change, as well an official cancellation of ferrules 6EX1F-1, 8EX1F-
1, and 10EX1F-1. Soon, we hope to also consolidate the last size in size -16. Stay tuned for more information.  
  

BSP / JIC / ORFS  DIN LIGHT & HEAVY 

Thread 

Size 

Female Male  Hose 

ID 

Female Male 

Straight 45° 90° Straight  Straight 45° 90° Straight 

-EX4 100 100 100 100  4EX- 100 100 100 100 

-EX5 100 100 100 100  5EX- 100 100 100 100 

-EX6 100 100 100 100  6EX- 100 100 100 100 

-EX8 70 50 50 70  8EX- 70 50 50 70 

-EX10 40 20 20 40  10EX- 40 20 20 40 

-EX12 40 20 20 40  12EX- 40 20 20 40 

-EX16 20 10 10 20  16EX- 20 10 10 20 


