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New eCRIMP™ website
Updated design with additional features

The European eCrimp™ website is the go-to source for the most up-to-date crimp specifications. The launch of the
mobile app increased our reach and let users crimp on the go! Both platforms are established, highly trafficked digital
tools that help produce high-quality and safe assemblies efficiently and quickly. Now, the eCrimp™ website is even
better with a redesign that provides all the functionality of the previous eCrimp™ website, plus much more! Discover
the new lay-out and all additional features below.

ECRIMP™ L ANDING PAGE

Firstly, accessing the eCrimp™ homepage remains the same. The site remains at ecrimp.gates.eu and automatically
transitions to the new site location. The webpage also remains available via the Gates.com knowledge centre,
subdirectory engineering applications. First time access will feature a welcome message to users and an invitation to
set up a personal account. To make use of all the extra features, we encourage everyone to register! Once entering
the page, you will immediately notice a completely new landing page, giving you the following options:

Select your language (the number of available languages will gradually increase post-launch)

Manage your account (access crimp sheets, favorites, manage your personal data, password, etc.)

Search for crimp data

Access your saved favorites, so you can manage/download them

Access your saved crimp sheets, so you can manage/download them

Access the knowledge center to find out more information on your favorite Gates products and crimpers (EU
data to be added post-launch)

7. New product releases and innovations will be featured in the red dynamic bar.
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WHAT DO YOU WANT TO DO?

FIND CRIMP SPECS

MXG” 5K XTP
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CONSULTING CRIMP DATA & GENERATING CRIMP SHEETS

The “FIND CRIMP SPECS” tile will guide you to the crimp data selection page. When clicking on it, the crimper selection
screen will pop-up. You will need to select the crimper you require crimp details for, before being able to continue.
Crimp data remains available for both currently sold crimpers, as well as legacy crimpers. Once you have selected your
crimper, you will have access to an empty selection page, giving you the following possibilities:

1. Select crimp data based on hose name, hose size, coupling stem type, die set and/or working pressure, either
by typing in the search box or ticking the box. The more crimp data you select the more defined your search
results will be.

Press the “Applied Filters” button to deselect specific filters, such as hose size, die sets, efc.

Change the previously selected crimper

Press “Apply” to show crimp data based on the selected criteria.

Press “Reset” to undo all filters and start over (the selected crimper remains unchanged)

Change crimp data metrics from imperial units to metric or vice versa.

Press “View All Crimp Sheets” to access your saved crimp sheets.

Change the number of rows you want to display going from 5 records up to 100 records per view.

Navigate the displayed results by pressing “previous” or “next”
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Let’s illustrate with an example on the crimp data for our latest released hose construction, the MXG5K-XTP. Go to the
filter selection on the left-hand side of the page and select MXG5K-XTP (in case you only want to see a specific size
or coupling combination, you can narrow down your search by selecting the required hose size and/or coupling stem)
When hitting the apply button it will show all available data for your selection and offer you the following functionalities:

1. You can select specific lines of crimp data, which gives you the possibility to
a. add the data to an existing crimp sheet or save/create a new crimp sheet
b. download the selected crimp data to a PDF crimp sheet.
2. Save crimp data to your favourites by pressing the heart icon. The crimp data will then become available in
your favourite list.
Press on either one of the table headers to sort the data according to size, description, stem type, efc.
4. Download all displayed or all selected crimp data to a crimp sheet in PDF. Both portrait and landscape versions
are possible.
5. View previously saved crimp sheets by pressing “View All Crimp Sheets”
6. Add selected crimp data to an already existing crimp sheet or create a new crimp sheet document.
7. Notes/remarks are displayed at the bottom of the page.

FOR MORE INFORMATION PLEASE CONTACT YOUR LOCAL SALES REPRESENTATIVE
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Once you have determined which data you want to have a crimp sheet for, you can generate a PDF document by
pressing the “Download PDF” button. Make sure that you do not have an active pop-up blocker installed on your browser
to avoid that downloading does not start automatically. Once downloaded, open the PDF document and you will have
a crimp data sheet that will show the crimp data you have selected. Alternative ways to generate crimp data sheets,
are possible by accessing “Favourites” or the “Saved Crimp Sheets” section. By pressing the printer icon or the

Download PDF
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1. Align hose end

2. Align hose end
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Description Dash Size ‘Working Type Descri n
Size (mm) Pressure
(MPa)
952
952

v MXG5K-XTP 6 350 6GS GS1F-2 2098 025 D32 125
v MXGSK-XTP 6 350 6G One-Piece 2199 025 D32 230
Qo MXG5K-XTP 6 9.52 350 66 One-Piece 21.99 0.25 D22 230
v 2 MXG5K-XTP s 1270 350 8G One-Piece 26.16 025 D33 ° 210
v MXGSK-XTP 8 1270 350 86S GS1F-2 2350 025 22mm 1.50
Qo MXG5K-XTP 10 1588 350 1065 GSIDIF-4 3048 0.25 D34 210
V] MXGSK-XTP 12 19.05 350 1265 GS1F-2 3327 025 D34 475
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of uncrimped ferrule flush with back of die. Tail length 12mm +/- 2.5mm

of uncrimped ferrule flush with back of die. Tail length 11mm +/-2.5mm

‘Download PDF” button a crimp sheet will be generated.

Crimp Specifications egrimp.
MCX50 Printed on 1/3/2023
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8 MXG5K-XTP 12 35.0 GS GS1F-2 23.50 0.25 22mm 1.50
6 MXG5K-XTP 10 35.0 One-Piece 22.00 0.25 D22 2.30
6 MXG5K-XTP 10 35.0 One-Piece 22.00 0.25 D32 2.30
6 MXG5K-XTP 10 35.0 GS GS1F-2 21.00 0.25 D32 1.25
8 MXG5K-XTP 12 35.0 G One-Piece 26.15 0.25 D33 210
10 MXG5K-XTP 16 35.0 [11GS| GSID1F-4 30.50 0.25 D34 2.10
12 MXG5K-XTP 19 35.0 [1] GS GS1F-2 33.25 0.25 D34 475

So to recap, the newly designed website is a significant leap forward for eCrimp™, bringing the website and app to a
similar level. These digital tools will continue to receive improvement and design effort, so they deliver best-in-class

capabilities for all our customers.

FOR MORE INFORMATION PLEASE CONTACT YOUR LOCAL SALES REPRESENTATIVE
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